                                 FRASER FIFIELD 
               SOUND SYSTEM REQUIREMENTS AND CHANNEL LIST

The sound system should have a frequency range of 20hz – 20khz, and should be capable of producing up to 110 dB at the control position. Example systems include d+b, L-Acoustics etc.

A three-way monitor mix is required, with a 31-band eq on each mix.

8 DI boxes, 5 instrument Mics + Mics for standard DRUM KIT
CHANNEL                                           MIC/DI                                NOTES

1) GENERAL SAMPLES LEFT……………….DI…………………FROM BOSS RC50
2) GENERAL SAMPLES RIGHT……………...DI…………………FROM BOSS RC50
3) WHISTLE/KAVAL……………MIC TO ARTIST DESK …. OUTPUT TO DI BOX (4)
4) ………………………………………..DI BOX……….     (from artist’s desk (mono))

5) PIPE CHANTER         ……………………..MIC………………BETA 57 OR SIMILAR 

6) SAXOPHONE………………………………MIC…………..BETA 56/57 OR SIMILAR

7)  VOX (speech only)………………………MIC………….SM/BETA 58 OR SIMILAR

8) GUITAR…………………………………….MIC……….... SM/BETA 57 OR SIMILAR

9) DRUM KIT ……………………SELECTION OF MICS……………………………….
STAGE PLAN
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     DRUM KIT
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BOSS RC50 (CH.1&2)

WHISTLE/KAVAL MIC (CH.3)

PIPES (CH.5)      

SAX (CH.6)

VOX (CH.7)                                                                                                            GUITAR (CH.8)
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         ---------------AUDIENCE------------------

CONTACT: Fraser Fifield   info@fraserfifield.com 












